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Model No. Power Equivalent | Voltage CCT Lumens Beam CRI Life Protection Working
(W) to (K) (Im) angle (Ra) span rating temp.
LW-P1002 20 Watts | 60 Watts 85-265 2,500K 1,600 45° 120° 75 >40,000 1P66 -35° ~ 50°
VAC 10,000K hours
LW-P1003 30 Watts | 100 Watts | 85-265 2,500K 2,400 45° 120° 75 >40,000 1P66 -35° ~ 50°
VAC 10,000K hours
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Model No. Power Equivalent | Voltage CCT Lumens Beam CRI Life Protection | Working
(W) to (K) (Im) angle (Ra) span rating temp.
LW-P1004 40 Watts | 150 Watts | 85-265 2,500K 3,000 45° 120° 1o >40,000 1P66
VAC 10,000K hours
LW-P1005 50 Watts | 200 Watts | 85-265 2,500K 4,000 45° 120°
VAC 10,000K
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LED Flood Light
High Output
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Model No Voltage Power (W) LED Colors available Housing Material Dimension (W x H) Color

LF-1100 110 — 245 VAC 1x10 Warm White, Cool White, Die Cast Alluminum / 110 x 90 mm White
50-60Hz Watts Red, Blue, Green, Yellow Tempered Glass

LF-1101 110 — 245 VAC 1x10 Warm White, Cool White, Die Cast Alluminum / 110 x 90 mm Black
50-60Hz Watts Red, Blue, Green, Yellow Tempered Glass

LF-1200 110 — 245 VAC 1x20 Warm White, Cool White, Die Cast Alluminum / 180 x 140 mm White
50-60Hz Watts Red, Blue, Green, Yellow Tempered Glass

LF-1201 110 — 245 VAC 1x20 Warm White, Cool White, Die Cast Alluminum / 180 x 140 mm Black
50-60Hz Watts Red, Blue, Green, Yellow Tempered Glass

LF-1300 110 — 245 VAC 1x30 Warm White, Cool White, Die Cast Alluminum / 225 x 185 mm White
50-60Hz Watts Red, Blue, Green, Yellow Tempered Glass

LF-1301 110 — 245 VAC 1x30 Warm White, Cool White, Die Cast Alluminum / 225 x 185 mm Black
50-60Hz Watts Red, Blue, Green, Yellow Tempered Glass

LF-1500 110 — 245 VAC 1 x50 Warm White, Cool White, Die Cast Alluminum / 290 x 240 mm White
50-60Hz Watts Red, Blue, Green, Yellow Tempered Glass

LF-1501 110 — 245 VAC 1 x50 Warm White, Cool White, Die Cast Alluminum / 290 x 240 mm Black
50-60Hz Watts Red, Blue, Green, Yellow Tempered Glass
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